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Fitting a Post to an Installed Base: 

FEED POST 

OVER SPRING 

STEP 2 – PUSH THE POST 

DOWN UNTIL IT IS FULLY 

INTO THE SLEEVE. It 

should completely cover 

the viewing hole. 

STEP 1 – FEED THE 

POST OVER THE 

SPRING AND GUIDE 

INTO THE POST 

SLEEVE 

VIEWING 

HOLE 

STEP 3 – ORIENTATE THE 

POST AND TIGHTEN THE 2 x 

M10 GRUB SCREWS 

EVENLY WITH A 5mm 

ALLEN KEY  

TIGHTEN 

GRUB 

SCREWS 

PULL THE POST 

UP & OVER 

THE SPRING. 

LOOSEN 

GRUB 

SCREWS. 

STEP 2 – PULL THE POST OUT OF 

THE SLEEVE AND UP OVER THE 

SPRING. 

Removing Post from Installed Location: 

Spring Return Signposts: Replacing the Removable Post 1 

STEP 1 – LOOSEN GRUB 

SCREWS 
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Spring Return Signposts: Replacing the Removable Post 2 

Plastic Posts use M10 x 16 

Cone Point grub screws.  

Steel Posts use M10 x 12 

Cup or Knurled end grub 

screws. 

When fitting a post into 

Spring Return Signpost Base 

Unit prior to installation 

turn it upside down and fit 

the Base Unit into the post! 

FIT THE BASE 

TO THE POST 

Tightening Grub Screws 

The Grub Screws for Steel 

Posts should be tightened to 

approximately 1mm below 

the Post Sleeve Boss. 

The Grub screws for Plastic 

Posts should be tightened 

until flush with the Post 

Sleeve Boss. 

Fitting a Post prior to Installing Base: 

Selecting the Correct Grub Screws 


