
POSTION THE BASE AND DRIVE IN THE LOCKING WEDGE (WE001)

SPRING RETURN SIGNPOSTS TECHNICAL INFORMATION SHEET 2
SOCKET MOUNT - WIZARD SOCKET 
INSTALLATION GUIDELINES

- BLUE SPRING 

-BLACK SPRING

INSERT BASE UNIT INT THE SOOCKET CUP4.

 SOCKET MOUNT - SPRING RETURN SIGNPOST UNITS 

ENSURE WEDGE TOP IS BELOW THE SPRING RETURN SIGNPOST PIVOT LINE6.
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INFORMATION APLICABLE TO:

04/05/2011
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NA

SOCKET MOUNT SPRING RETURN SIGNPOSTS CAN BE INSTALLED WITH A DRIVABLE 
GROUND SPIKE
PRODUCT REF : WIZ600, WIZ450 , WE001

WIZ600 SOCKETS SHOULD BE USED FOR SOFTER SOILS
WIZ450 SOCKET SHOULD BE USED WHERE SOIL IS TOO HARD TO DRIVE A 600mm SPIKE

GUIDLINES FOR INSTALLING:
(Local regulations should always take precedent over these installation guidelines)

DRIVE SPIKE INTO THE GROUND LEAVING A MINIMUM OF 5mm EXPOSED1.
WEDGE POSITION SHOULD BE 90  TO THE ROAD DIRECTION2.
CUT SOCKET MOUNT STUB 200mm BELOW THE PIVOT POINT OF BASE UNIT3.

SOCKET CUP CUT AWAY 
IN VIEWS FOR CLARITY

VIEW SHOWS PREFFERRED POST ORIENTATION
RELATIVE TO ONCOMING TRAFFIC
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AUSTINE HEIGHTS

QLD AUSTRALIA 4300

LAST
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RP100201
DP100201
CUT DOWN TO 

SOCKET MOUNT BASE UNIT

200mm LONG

PRODUCT REF: WIZ450

SOIL

GALVANISED 
WIZARD SOCKET
GROUND SPIKE
PRODUCT REF: WIZ600
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PRODUCT REF: WE001

DETAIL C 
SCALE 1 : 3

LOCKING WEDGE

GROUND LEVEL

5mm TO 25mm  ABOVE GROUND
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RECOMMENDED SOCKET TOP 

SPRING RETURN SIGN POST

KEEP WEDGE TOP
BELOW PIVOT OF

 

 


