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SOCKET MOUNT - SPRING RETURN SIGNPOST UNITS 

INFORMATION APLICABLE TO:

SOCKET MOUNT - GROUND SLEEVE 
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04/05/2011 INSTALLATION GUIDELINES

5.
REFER TO EXISTING SITE INTRUCTIONS ABOVE TO INSTALL THE SPRING RETURN SIGN POST6.

SOCKET MOUNT SPRING RETURN SIGNPOSTS CAN BE INSTALLED INTO AN EXISTING CONCRETED 
GROUND SLEEVE OF NEW CONCRETED GROUND SLEEVE.
IT IS NOT REOMMENDED TO DIRECTLY CONCRETE  A SOCKET MOUNT SPRING RETURN BASE UNIT

GUIDLINES FOR INSTALLING INTO AN EXISTING SITE:
(Local regulations should always take precedent over these installation guidelines)

PRODUCT REF : WE001 WEDGE

MEASURE DEPTH OF GROUND SLEEVE1.
CUT SOCKET MOUNT STUB TO SUIT THE DEPTH2.
INSERT BASE UNIT INTO THE GROUND SLEEVE3.
POSTION THE BASE UNIT AND DRIVE IN THE LOCKING WEDGE (WE001)4.
ENSURE WEDGE TOP IS BELOW THE SPRING RETURN SIGNPOST PIVOT LINE5.

GUIDLINES FOR INSTALLING INTO A NEW SITE:
(Local regulations should always take precedent over these installation guidelines)

PRODUCT REF : WE001 WEDGE, GS201 GROUND SLEEVE

SET GROUND SLEEVE IN FOOTING1.
PLACE SOME RUBBLE IN CENTRE BASE TO FACILITATE DRAINAGE2.
CONCRETE GROUND SLEEVE IN PLACE USING MIN 10MPa CONCRETE3.
LEAVE TO SET BEFORE FITTING THE SPRING RETURN SIGN POST4.
DO NOT ATTEMPT TO DRIVE THE WEDGE IN PLACE UNTIL CONCRETE HAS COMPLETELY SET

SPRING RETURN SIGNPOSTS TECHNICAL INFORMATION SHEET 4
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